
H3700
S P E C  S H E E T

Engine Type   V Twin

Displacement   993cc

Engine Model   Vanguard Big Block

Fuel System   Vanguard/Delphi EFI

Exhaust   Vanguard SS

Intake   Vanguard

Cylinder Heads   Vanguard

Full Throttle Rpm Range  3800-4750 rpm

Cooling  Air

Trim System  Mercury 8,300 Lb-ft

Trim Control  Dual Controls For Operation & Trailering Ease

Alternator Output  20/50 Amps (Idle/above 2000 Rpm)

Starting System   Electric

Engine Lubrication/Capacity   Pressurized, Wet Sump / 2.4 Qts

Transmission Lubrication/Capacity   Wet Sump / 2.5 Qts

Recommended Engine Oil  Mobil 1 5w/30

Recommended Trans Oil  Mobil Delvac 75w/90 Gear Oil

Required Fuel  Unleaded: 87 or greater octane

Ethanol Blend Limit  10% Maximum

Gear Ratio   1.42:1

Gear Shift  F-n- R Bravo Transmission

Drive Length   32”

Warranty   3 yr Powerhead; 1 year drive

Steering  Tiller (Std); Optional Remote

Colors   Major Brown (Std); Optional Boss Grass &   
 Nat Gear Camo

Propeller   Big Blade™ 10p
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